PROJECT DESCRIPTION

I. GENERAL

THIS PROJECT INVOLVES THE INSTALLATION OF HAZARD IDENTIFICATION BEACZONS
(H.LB.'S) ON THE EAST, AND WEST APPROACHES GON MD 23 FOR THE JARRETTSVILLE
ELEMENTARY SCHOOL ENTRANCES IN HARFORG COUNTY,

MO, 23 RUNS IN A EAST-WEST DIRECTIQN,

CONSTRUETION DETAILS

1. INSTalLL 14’ BREAKAWAY PEDESTAL PC:iE, 'C*' PCLE MOUNTED CARINET W/ CONTROLLER,
SIGNAL HFaADS (23, SIGN, 3 PYC SCHEDULE 80 BEND, TwO (2) 2' PVC SCHEDULE 82 BEND,
CONCRETE PAD, PHOTCELL, ANC CONCRETE FOUNDATION., REMOVE THE EXISTING SICGN.

2. INSTALL THE PROPOSED HANDHOLE.

3. INSTALL 2 SCHEDULE 88 RICID PVC ELECTRICAL CONDUIT (TRENCHED).

4, TNSTALL 3" SCHELDULE 8@ RIGID PVC ELECTRICAL CONDUIT (TRENCHED) - FOR SERVICE.
INSTALL 2° SCHEDULE 8@ RIGID PYC ELECTRIZAL CONDUIT (TRENCHED) - FOR TELEPHONE DROP.

5. INSTALL 3* SCHEDULE 8@ RIGID PVC ELECTRICAL CONOUIT (BORED) - FOR SERVICE.
INSTALL 2* SCHEDULE 8% RIGID PVC ELECTRICAL CONsUIT (BORED) - FOR TELEPHONE ORCP.

6. INSTALL 3" BEND AT THE BOTTOM OF THE UTILITY POLE (FOR SERVICE). INSTALL 2°
BEND AT THE BOTTOM OF THE UTILITY, PCLE (FOR TELEPHONE DROP).

A, EQUIPMENT YO BE FURNISHED BY ADMINISTRATION

* QUANTITY DESCRIPTION
2. EACH CONTROLLER ASC .II W / NIC AND INTERSECTION
MONITOR II WITH BATTERY BACK-UP FOR PHONE DROP

HOUSED IN A& 'G" SIZE' POLE MOUNTED CABINET

4 EACH 12" ONE WAy, ONE SECTION (Y) SIGNAL HEAD
WITH ADJUSTABLE BRACKET FOR PEDESTAL
MOUNTING ANE TUNNEL VISCRS. :

18 S, F. 2 EACH S1-1 SIGN, 36 X 36”7, POLE MOUNTED.

HARDWARE

B. EZQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR

PROPOSED SIGNALS & SIGNS

511
36" x 36”
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ITEM NO. QUANTITY DESCRIPTION
0@l 1 EACH MAINTENANCE OF TRAFFIC
2001 1 C.Y. TEST PIT EXCAVATION
£001 24 S.F, F & I 4 IN, CONCRETE SIDEWALK
8001 Z E.Y, F & I CONCRETE FOR SIGNAL FOUNDATION
80@3 2 EACH F & I 14° BREAKAWAY PEDESTAL POLE AND BASE
8011 4 EACH INSTALL SIGNAL HEAD (&NY TYFPE)
8013 2 EACH INSTALL CONTROLLER & CABINET - POLE MOUNT
8024 130 L.F. F & [ 2" SCHEGULE 8@ RIGID PVC CONDUIT (TRENCHED)
8626 58 L.F. F & © 2" SCHEQULE 80 RIGID PVC CONDUIT (BORED)
8@27 100 L.F. F & [ 3" SCHEDULE 8@ RIGID PVL CONDUIT (TRENCHED)
8@28 5@ L.F. F & [ 3" SCHEDULE 8@ RIGID PVYL CONDUIT (BORED)
8033 2 EACH F & [ ELECTRICAL HANDHOLE
8034 2 EACH F & I GROUND ROD - 3/4' Dla. X 10 LENGTH
8035 2 EACH F & I CONNECTOR KIT = TYPE 1
RA3A 2 EACH F & I CONNECTHAR KIT - TYPE 2
8043 50 L.F. F & [ ELECTRICAL CABLE - 3 CONDUCTCOR (ND.14 AWG)
8048 62 L.F. F & [ ELECTRICAL CABLE - 1 CONDUCTOR (NO. 8 AWG) TYPE THWN/THHN. 688V
8049 42 L.F. F & 1 ND. 8 STRANDED BARE COPPER GROUND WIRE .
BP53 18 S.F. INSTALL GROUND MOUNTED SIGNS
8061 1 EACH REMOVE AND DISPOSE OF EXISTING MATERIAL AND EQUIPMENT PER ASSIGNMENT
8870 2 EACH F & [ CONTROL AND DISTRIBUTION EGQUIPMENT (120/242 V, I PHASE 3 WIRE SYST
8@73 2 EACH F & [ PHOTOCELL
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WIRING DIAGRAM

JARRETTSVILLE
FLEM, SCHOOL
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@ MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
\V) Offlce of Trafflc & Safely
TRAFFIC ENGINEERING DESIGN DIVISION

A-D = 3-CONDUCTCR CABLE (NO. 14 AWG)
E-F = NO. 6 STRANDED BARE COPPER GROUND WIRE
G-H = 1-CONDUCTOR CABLE (NO. 8 AWG) - 3 TIMES - FOR SERVICE
I-J = 3-CONDUCTOR CABLE (NO. 14 AWG) — FOR PHOTOCELL
PS = PROPOSED UNDERGROUND ELECTRICAL SERVICE
PT = PROPDSED TELEPHONE DROP
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